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The concept of lightness.

Rounded alluminium 
body



TIPPING SEMI-TRAILER ROUNDED BODY
VERSION 7400

Aluminium chassis

3 fixed axles SAF with 1st lift axle
disc brakers ø 430 offset 120
Hydraulic opening

Body aluminium tipperlite ®

Quicksilver internal lining of 12mm (*300kg) 
Bottom plate thickness 7 mm

Walls 5 mm 
Tailgate and head in front 5 mm

Empty weight: kg. 4,955 * uncoated with alumini-
um supports
Total length (max): 8,500 mm
Internal length of bucket: 7,400 mm
Internal width: 2,352 mm
External width: 2,540 mm
Bucket volume: 27 m³
Wall height: 1,640 mm

Rear pneumatic 
lifting underrun 

bar

The polygonal 
section of the 
rounded body 

makes unloading 
easier

Internal coating
QuickSilver® 

(Optional)

Rear extension 
for finishing 
machines
(Optional)

Wheelbase 
1230mm 
1310mm

Different types 
of tarpaulins

Tipperlite® body
The characteristics of this alloy 
provide greater resistance to 
wear and corrosion while re-
ducing maintenance and fuel 

costs.

The completely smooth HMPE sur-
face allows for high fluidity. 

QuickSilver® coating reduces defor-
mations due to the impact of the tipper 
structure

Easy to install and replace

Hydraulic hatch 
(optional)  and 

hydraulic opening 
of the ratchers

New chassis Menci 
type 

 chassis characterized 
by a lower weight, with 
identical stability and re-
sistance characteristics

Fuel savings
Less air pollution
Larger load capacity
The same characteristics of stability and 
robustness as usual

The new range

SL740R

Description: tipper body
Chassis: aluminium
Tipper: aluminium Tipperlite ®
Use: sand, earth, clay, mud, gravel, small 
        rocks, asphalt.


