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SQUARE BODY 
SEMI-TRAILER Sp30

The concept of lightness.



Pneumatic rear 
bumper

extruded 
aluminum

 The characteristics of this alloy 
provide greater resistance to 
wear and corrosion while redu-
cing maintenance and fuel costs.

Nouveau châssis Menci 
gamme akak 

 châssis caractérisé par 
un poids inférieur, avec 
des caractéristiques iden-
tiques de stabilité et de ré-

sistance

SQUARE BODY  SEMI-TRAILER Sp30
TYPE 7400

Aluminum chassis

3 fixed axles SAF with 1st lift axle
disc brakers ø 430 offset 120

Door AR universal 
Body aluminium H34 110 Brinel

Thickness bottom 8 mm

Smith profile in alloy with internal thickness 3 mm 
and external 2mm. 
Front wall 5 mm

Empty weight: kg. 5.200 
Total length (max): 9.180 mm
Internal body length: 7.720 mm
Internal width: 2.473 mm
External width: 2.540 mm
Bucket volume: 28 m³
Wall height: 1.400 mm

Hatch

Fuel savings
Less air pollution
Larger load capacity
The same characteristics of stability and 
robustness as usual

The new rangeThe completely smooth HMPE 
surface allows for high fluidity. 

QuickSilver® coating reduces 
deformations due to the impact of 
the tipper structure

Easy to install and replace

Wheelbase 
1230mm 
1310mm

Internal coating
QuickSilver® 

(Optional)

Different types of 
tarpaulins

Opening with 
universal tailgate

SL740R

Description: square tipping body 
châssis: aluminium
Benne: Extruded aluminum
Utilisation: Sand, earth, clay, mud, gravel, small
                    rocks, asphalt.


